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Hull	  Options	  
	   Hull	  color	  paint	  selection	   	   	   	   	   	   	  
	   Non-‐standard	  hull	  color	  paint	  selection	   	   	   	   	  
	   Deck	  w/	  contrasting	  non-‐skid	   	   	   	   	   	   	  
	   Non-‐standard	  book	  stripe	  color	   	   	   	   	   	   	  
	   2nd	  boot	  stripe	  color	   	   	   	   	   	   	   	  
Interior	  Options	  
	   Ultra	  leather	  or	  ultra	  suede	  throughout	   	   	   	   	   	  
Deck	  Options	  
	   Cockpit	  Table	   	   	   	   	   	   	   	   	  

Harken	  40.2Quattro	  housetop	  winches	  in	  lieu	  of	  standard	   	   	  
	   Electric	  Primary	  Winches	  –	  Harken	  46.2STEA	   	   	   	   	  
	   Retractable	  Swim	  Platform	  w/	  ladder	   	   	   	   	   	  
	   Genterator-‐3.5	  KW	   	   	   	   	   	   	   	  
	   Cockpit	  Portlight	  –	  2	  total	   	   	   	   	   	   	  
	   Anchor	  roller	   	   	   	   	   	   	   	  
Electrical	  Options	  
	   Battery/Inverter	  Monitor	   	   	   	   	   	  
	   Additional	  group	  27	  battery	   	   	   	   	   	   	  
	   5	  cabin	  fan	  option	   	   	   	   	   	   	   	  
	   12	  DC	  outlets	  –	  1	  Nav,	  1	  Helm	   	   	   	   	   	   	  
Plumbing	  Options	  
	   Dockside	  pressure	  water	   	   	   	   	   	   	  
	   Hot	  and	  cold	  cockpit	  shower	   	   	   	   	   	   	  
	   Upgrade	  to	  Vaccu	  Flush	  Head	   	   	   	   	   	   	  
System	  Options	  
	   Microwave	  oven	  in	  galley	  cabinet	   	   	   	   	   	  
	   Marine	  Air	  Reverse	  Cycle	  Air	  Conditioning	  –	  1	  unit	   	   	   	  
	   Marine	  Air	  Reverse	  Cycle	  Air	  Conditioning	  –	  2	  units	   	   	   	  
Entertainment	  
	   13”	  flat	  screen	  monitor,	  DVD,	  Mat	  	  Mount	  Antenna	   	   	   	  
Electronics	  
	   Sailing	  Instruments	  
	   Raymarine	  ST70	  additional	  display	  head	  	   	   	   	   	  
	   Radar/Chartplotters	  
	   Raymarine	  C90	  w	  multifunction	  display	  GPS	  receiver@	  NAV	   	   	  
	   Raymarine	  C120	  w	  multifunction	  display	  GPS	  receiver@	  NAV	   	   	  
	   For	  plotter	  MTD,	  at	  Helm,	  add	  to	  above	  prices	   	   	   	   	  
	   2KW	  Radome	  for	  above	  displays,	  requires	  Radome	  Mount	  OPT	   	  
	   Raymarine	  C90	  w	  multifunction	  display	  repeater	  @	  Helm	   	   	  
	   Mounts	  for	  Radome	  (needed	  to	  complete	  Radar	  Instillation)	  
	   Mast	  Bracket	   	   	   	   	   	   	   	   	  
	   Edson	  3.5”	  radar	  mast	  with	  antenna	  bracket	   	   	   	  
	   Scanstrut	  self	  leveling	  backstay	  mount	  radar	  bracket	   	   	   	  
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Rig	  Options	  
	   Integral	  Split	  backstay	  adjuster	   	   	   	   	   	   	  
	   Carbon	  Spin	  Pole	  in	  lieu	  of	  Aluminum	  in	  Spin	  Pkg.	   	   	   	  
	   Individual	  Separate	  Spinnaker	  Gear	  Options	  
	   Spinnaker	  Padeyes	  mounted	  on	  toerail	   	   	   	   	   	  
	   8’X1	  ¼”	  spin	  pole	  track	  with	  forespar	  car	  &	  tagline	  system	   	   	  
	   Spin	  pole	  topping	  lift	   	   	   	   	   	   	   	  
	   Code	  “0”	  Tack	  Line	  Hardware	   	   	   	   	   	   	  
	   Sails	  and	  Sail	  Handling	  
	   Harken	  batten	  car	  system	   	   	   	   	   	   	  
	   	  
	  


